
NATIONAL TRANSPORTATION SAFETY BOARD 
WASHINGTON, D.C. 

ISSUED: September 4 ,  1981 

Honorable J. Lynn Helms 
Administrator 
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SAFETY RECOMMENDAT I O N  ( S )  

A-81-99 and -100 

I ............................... 
On December 3, 1980, Ransome Airlines Flight 944, a Nord 262, experienced a 

rapid decompression a t  8,000 feet m.s.1. when the  main cabin door opened in flight. 
A s  a result, one passenger sustained minor injuries. The flight made an emergency 
landing at Groton, Connecticut, without further incident. The National 
Transportation Safety Board's investigation of this incident revealed that the door 
had not been properly closed and locked. 

The aircraft departed Providence, Rhode Island, on a scheduled passenger flight 
to  Newark, New Jersey. When the flight was climbing through about 6,000 feet m.s.1. 
with the cabin altitude selected at  sea level, the flight attendant, after being unable 
to see the latching fingers within the main cabin door through the viewing windows, 
notified the captain that they did not appear normal. The flight attendant's training 
manual references centering lines painted on the viewing windows of the cabin door 
which enables the flight attendant to  observe the correct latching finger engagement, 
a red door lock safety latch, and the associated red lock tab. However, on this 
aircraft, there were no centering lines on the viewing windows, and the door lock 
safety latch and the associated lock tab were not painted red. 

The flight attendant asked the captain if she should "jiggle" the door handle; the  
captain told her to  leave it alone. Although the flight continued to  climb to  a higher 
altitude, the crew did not attempt to verify the condition of the main cabin door. 
Shortly thereafter, as the  flight attendant entered t h e  aft galley, the main cabin door 
opened outward resulting in a rapid decompression of the cabin. One passenger 
received minor injuries as a result. 

Examination of the aircraft disclosed that ten ceiling panels were pulled loose 
and four wall  panels were distorted inward. The interior of the cabin w a s  strewn with 
insulation and soundproofing material. The entrance door to the cockpit had 
separated from its attachment points and was lodged in the forward cabin aisle. 
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